AMENDMENTS TO THE CLAIMS 



1. (currently amended) A method comprising: 

r e gist e ring a first us e r associat e d with a first cli e nt machine and a s e cond 
us e r associat e d with a s e cond client machin e with a discovery machine; 

determining by said discovery machine whether said a_first user associated 
with a first client machine will accept a communication initiated by from said a 
second use r associated with a second client machine, wherein said first and second 
users are registered with said discovery machine ; 

if said first user will accept said communication, establishing a direct link 
between said first client machine and said second client machine to deliver said 
communication in which said dir e ct link: wherein if established said direct link is 
configured such that said communication is not delivered through said discovery 
machine and wherein no direct link is established if said first user will not accept 
said communication. j-aftd 

is — net — e stablish e d — if said — first — user — wiH — net — acc e pt — said 

communication. 

2. (Currently Amended) The method as recited in claim 1, wherein said 
direct link is caus e d to b e closed after said communication is delivered. 

3. (original) The method as recited in claim 1, wherein if said first user is 
not available to receive said communication, said communication is stored by said 
discovery machine until said first user becomes available. 
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4. (previously presented) The method as recited in claim 1, wherein a 
new direct link is established between said second client machine and said first 
client machine to communicate a new communication. 

5. (original) The method as recited in claim 4, wherein a thread of related 
previous communications is prefixed to said new communication. 

6. (original) The method as recited in claim 1, wherein at least one of said 
first user and said second user maintains a plurality of contact information. 

7. (currently amended) The method as recited in claim -J- 6, wherein an 
individual entry in said plurality of contact information is automatically updated 
wh e n i£an associated user of said individual entry updates a corresponding entry 
locally at a client machine of said associated user. 

8. (original) The method as recited in claim 1, wherein a third user can 
initiate a new communication to at least one of said first and said second user via a 
web page interface coupled to said discovery machine. 

9. (original) The method as recited in claim 1, wherein a third user can 
initiate a new communication to at least one of said first and second user through a 
simple mail transfer protocol via said discovery machine. 
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10. (original) The method as recited in claim 9, wherein at least one of said 
first user and second user can selectively block said new communication. 

11. (currently amended) The method as recited in claim 9, wherein a 
one-directional communication link is seat established to said third user when at 
least one of said first and said second user replies to said new communication and 
wherein said one-directional communication link allows said third user to send a 
future communication directly to said first or second user. 

12. (previously presented) The method as recited in claim 1, wherein 
determining that said first user will accept said communication includes storing 
notification of said communication if said first user is unavailable. 

13. (original) The method as recited in claim 1, wherein said discovery 
machine is a central server. 

Claim 14-32 (cancelled). 

33. (currently amended) An article of manufacture including but not limited 
to a signal bearing medium On e or more comput e r tangible readable media-having 
instructions stored thereon , computer -e xecutable instructions that, if executed by a 
discovery machine, cause the discovery machine to perform a method comprising: 
r e gist e ring a first us e r associated with a first client machin e and a second 
user associated with a s e cond client machine ; 
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determining whether said a_first user associated with a first client machine 
will accept a communication initiated by ftem said a_second use r associated with a 
second client machine, the first and second users being registered with said 
discovery machine ; and 

if said first user will accept said communication, establishing a direct link 
between said first client machine and said second client machine in order to 
deliver said communication in which said dir e ct link: wherein 

if established, said direct link is configured such that said communication is 
not delivered through said discovery machine and wherein no direct link is 
established if said first user will not accept said communication^ aftd 

is — net — establish e d — if said — first us e r will not — acc e pt — said 

communication. 

34. (Currently Amended) Th e on e or mor e computer readabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
recited in claim 33, wherein said direct link is caused to be closed after said 
communication is delivered. 

35. (Currently Amended) The article of manufacture including but not limited 
to a signal bearing medium The one or mor e computer r e adabl e m e dia as recited in 
claim 33, wherein if said first user is not available to receive said communication. 
the instructions are executable to cause the discovery machine to further perform 
storing said communication in said discovery machine until said first user 
becomes available, such that if said first us e r is not availabl e to rec e iv e said 
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communication, said communication is stored by said discov e ry machine until 
said first us e r b e com e s availabl e , 

36. (Currently Amended) The article of manufacture including but not limited 
to a signal bearing medium Th e on e or mor e comput e r r e adable m e dia as recited in 
claim 33, wherein the instructions are executable to cause the discovery machine 
to further perform establishing such that a new direct link is caus e d to b e 
establish e d between said second client machine and said first client machine to 
communicate a new communication. 

37. (Currently Amended) The article of manufacture including but not limited 
to a signal bearing medium Th e on e or mor e comput e r r e adabl e m e dia as recited in 
claim 36, wherein the instructions are executable to cause the discovery machine 
to further prefix such that a thread of related previous communications is pr e fix e d 
to said new communication. 

38. (Currently Amended) The one or mor e comput e r r e adabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium The 
one or more comput e r r e adabl e media as recited in claim 33, wherein at least one 
of said first user client machine and said second user client machine maintains a 
plurality of contact information. 

39. (currently amended) The on e or more comput e r readabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
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recited in claim 3^39, wherein the instructions are executable to cause the 
discovery machine to further automatically update such that an individual entry in 
said plurality of contact information io automatically updated when if_an 
associated user of said individual entry updates a corresponding entry locally at a 
client machine of said associated user. 

40. (Currently Amended) Th e on e or more computer r e adabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
recited in claim 33, wherein the instructions are executable to cause the discovery 
machine to further allow such that a third user ea« tojnitiate a new communication 
to at least one of said first and said second user via a web page interface coupled 
to said discovery machine. 

41. (Currently Amended) The on e or mor e comput e r readabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
recited in claim 33, wherein the instructions are executable to cause the discovery 
machine to further allow such that a third user em tojnitiate a new communication 
to at least one of said first and second user through a simple mail transfer protocol 
via said discovery machine. 

42. (Currently Amended) Th e on e or mor e comput e r r e adabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
recited in claim 41, wherein at least one of said first user and second user can 
selectively block said new communication. 
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43. (Currently Amended) Tho ono or mor e comput e r readabl e m e dia The 

article of manufacture including but not limited to a signal bearing medium as 
recited in claim 41, wherein the instructions are executable to cause the discovery 
machine to establish such that a one-directional communication link is s e nt to with 
said third user if at least one of said first and said second user replies to said new 
communication^ wherein said one-directional communication link allows said 
third user to send a future communication directly to said first or second user. 

44. (currently amended) One or more servers comprising a discovery machine 
configured to: 

register a first us e r associat e d with a first cli e nt machin e and a s e cond us e r 
associat e d with a s e cond cli e nt machine ; 

determine whether said ajlrst user associated with a first client machine 
will accept a communication initiated by frem sakl a_second user associated with a 
second client machine, said first and second users being registered with said 
discovery machine ; and 

if said first user will accept said communication, establishing a direct link 
between said first client machine and said second client machine in order to 
deliver said communication in which said dir e ct link: wherein 

if said direct link is established, is — configur e d — sueh — that said 
communication is not delivered through said discovery machine and wherein no 
direct link is established if said first user will not accept said communication^ -and 
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k — ftet — e stablish e d — if said — fifst — us e r will — net — acc e pt — said 
communication. 

45. (Currently Amended) The one or more servers as recited in claim 44, 
wherein said discovery machine is further configured to said direct link is caus e d 
te-be elesed close said direct link - after said communication is delivered. 

46. (Currently Amended) The one or more servers as recited in claim 44, 
wherein if said first user is not available to receive said communication, said 
discovery machine is further configured to stored said communication s akt 
communication is stor e d by said discov e ry machin e until said first user becomes 
available. 

47. (Currently Amended) The one or more servers as recited in claim 44, 
wherein said discovery machine is further configured to establish a new direct link 
is caus e d to b e e stablished between said second client machine and said first client 
machine to communicate a new communication. 

48. (Currently Amended) The one or more servers as recited in claim 47, 
wherein said discovery machine is further configured to prefix a thread of related 
previous communications is pr e fix e d to said new communication. 
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49. (Currently Amended) The one or more servers as recited in claim 44, 
wherein at least one of said first use? client machine and said second use* client 
machine maintains a plurality of contact information. 

50. (Currently Amended) The one or more servers as recited in claim 49, 
wherein said discovery machine is further configured to automatically update an 
individual entry in said plurality of contact information is automatically updat e d 
wh e n jf_an associated user of said individual entry updates a corresponding entry 
locally at a client machine of said associated user. 

51. (Currently Amended) The one or more servers as recited in claim 44, 
wherein said discovery machine is further configured to display a web page 
interface to allow a third user ean tojnitiate a new communication to at least one 
of said first and said second user via a the web page interface, coupl e d to said 
discovery machin e. 

52. (Currently Amended) The one or more servers as recited in claim 51, 
wherein said discovery machine is further configured to execute a simple mail 
transfer protocol to allow a third user ean to initiate a new communication to at 
least one of said first and second user, through a simpl e mail transf e r protocol via 
said discov e ry machin e. 
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53. (Currently Amended) The one or more servers as recited in claim 51, 
wherein said discovery machine is further configured to allow at least one of said 
first user and second user ea» to_selectively block said new communication. 

54. (Currently Amended) The one or more servers as recited in claim 53, 
wherein said discovery machine is further configured establish a directional 
communication link is s e nt te with said third user wh e n i£at least one of said first 
and said second user replies to said new communication wherein said one- 
directional communication link allows said third user to send a future 
communication directly to said first or second user. 

55. (previously presented) The one or more servers as recited in claim 44, 
wherein the discovery machine is further configured to store notification of said 
communication if said first user is unavailable. 

56. (previously presented) The one or more servers as recited in claim 44, 
wherein the discovery machine is configured as a central server. 
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